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MANUFACTURER USER MANUAL EN

Protection screens are designed to provide additional protection for your welding
helmet. They protect the LCD screen against molten metal splashes and all
incandescent projections that occur during welding.

The internal protection screen is recommended when working in wet/humid
environments as it prevents misting.

The external protection screen protect the helmet from scratches and shocks that
could damage your screen.

SAFETY INSTRUCTIONS

« Before welding, check that the welding screen darkens efficiently to protect the
eyes (eg. the flame from a lighter).

* Only use the accessories and spare parts listed in this manual or recommended
by the manufacturer.

* Do not use the welding helmet without a protective screen to prevent damage
to the LCD panel.

* Protect the LCD panel and the protection screen from dirt.

* Regular replace the protection screen for more visibility and comfort.

REPLACEMENT OF THE EXTERNAL PROTECTION SCREENS

The external protection screen (2) is removable by
placing a finger under the screen on (A) of the helmet
).

When changing the screen, make sure that the
protective film (3) has been removed. This film must be
removed only once the protection screen is in position
inside the helmet.

To change the internal protection screen (10), remove it
by sliding it down by placing a finger on (A).

When changing the screen, make sure you remove the
protective film (11)




GYSMATIC : REPLACEMENT OF INTERNAL AND EXTERNAL PROTECTION
SCREENS.

C

1. Unscrew the fixation screw (A)

2. Replace the internal screen (B) on
the LCD screen

3. Replace the external screen (C)

4. Put the fixing back and screw it
back on (A)

MAINTENANCE

A proper use of the protection screens prevents the LCD screen from beind da-
maged, extending its lifespan .

« Immediately replaced scratched, cracked or damaged screens to prevent po-
tential accidents.

« Do not use any agressive cleaning material, wash and rinse using soapy water,
then wipe it with a soft clean cloth.

PACKAGING
These are delivered in blister packs. If repackaged, always attach a copy of the
user manual.

STORAGE
* Make sure they remain clean and do not put them in contact with any liquids.
 Store in a clean dry area at ambient temperature and humidity.

MARKING
The appropriate marking is on the product, below is the signification of the mar-
king:

WWH 1 S CE
‘— CE Marking
Mechanical resistance symbol
Optical class
Manufacturer

wwi1s ce | <— Marking

s




CE Marking : European standard. The EU declaration of conformity is available on
our website (www.gys.fr).

Mechanical resistance symbol :

S. Increased robustness, withstands an impact caused by a 22 mm 43 g ball at a
speed of 5.1 m/s

F. Low energy impact, withstands an impact caused by a 6 mm 0.86 g ball at a
speed of 45 m/s.

B. Medium energy impact, withstands a 6 mm 0.86 g ball at a speed of 120 m/s.
A. High energy impact, withstands a 6 mm 0.86 g ball at a speed of 190 m/s.

Optical class symbol
1. Regular use

2. Occasional use

3. Exceptional use.

Manufacturer identification: logo or brand recommended by the manufacturer.
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VERRES / GLASS / GLASER / VIDRIOS / CTEKJIA / GLAZEN

@4“ c €

HAND MASK 105x50 X201 0426291 WWH IF

x3|  042605] 10 XTW1
FLIP FLAP 110x00] x5| 040816]  WWH IF
TECHNO 11 T10x90] x5]  040816] _ WWH IF
MASTER 11 110x00] x5 040816]  WWHIF
EXPERT 11 119x98] x5| 040823]  WWHIF
INVADER 11 TC 110x00| x5| 040816  WwH 1F
SPACE 11 TC 392x117] x3]| 065215]  WWH 1B
TECHNO 9/13 110x90] x5]  040816] _ WWH IF
MASTER 9/13 116x89.5| x5| 040779 DBF
PROMAX 9/13 226x106] x5| 045781]  WWH IF
EXPERT 9/13 111x01] x5] 063723 DBF
HERMES 115x102] x5] _ 040793 DB F
GYSMATIC 9/13 114x133| x10] _ 043893| _ WWH IF
VENUS 9/13 TC 110x90] x5] 040816]  WWH IF
FIREMAN TC 226x106] x5] 045781]  WWH IF
JUNON 110x00] x5 040816]  WWHIF
ZEUS 114x133| x10] _ 043893| _ WWH IF
ERGOTECH 114x133] x10] _ 043893] _ WWH IF
APOLLO 114x133| x10] _ 043893| _ WWH IF
SPACEVIEW 114x133| x10] 043893  WWH IF
GYSMATIC XL TC 110x90| x10] __ 040816] _ WWH IF
ALTEN TC XXL 114x133] x10] _ 043893| _ WWH IF
)G(Zf":énc e 114x133| x10| 043893  WwH 1F
GYSMATIC AIR 114x133| x10] _ 043893| _ WWH IF
PANORAMIC TC 3XL 385x150| x3| 037311 wwhs| 11963

TC : TRUECOLOR



/ VETRI

Conformi
a} € o
105x50 x50 042643 10 XTW1 DIN CERTCO
x3 042605 10 XTW1 DIN CERTCO
110x90 x5 040762| 11 WWH 1 ECS GmbH
102x40 x5 040830 WWH F ECS GmbH
104x55 x5 040847 WWH F ECS GmbH
104x55 x5 040847 WWH F ECS GmbH
103.6x54 x5 040809 DB 1F DIN CERTCO
103.6x54 x5 040809 DB 1F DIN CERTCO
95.5x50.5 x5 040854 WWH F ECS GmbH
103.5x53 x5 040786 DB 1F DIN CERTCO
104x55 x5 040847 WWH F ECS GmbH
111.5x91 x5 063723 DB 1F DIN CERTCO
103.6x54 x5 040809 DB 1F DIN CERTCO
106x66 x10 043886 WWH F ECS GmbH
95.5x50.5 x5 040854 WWH F ECS GmbH
103.6x54 x5 040809 DB 1F DIN CERTCO
96x50 x5 040854 WWH F ECS GmbH
103.7x69.5 x5 043695 WWH F ECS GmbH
103.7x69.5 x5 043695 WWH F ECS GmbH
103.7x69.5 x5 043695 WWH F ECS GmbH
104x96 x5 043596 WWH F ECS GmbH
106x66 x10 043886 WWH F ECS GmbH
104x96 x5 043596 WWH F ECS GmbH
106x89.5 x10 046825 WWH F ECS GmbH
106x89.5 x10 046825 WWH F ECS GmbH
+ 2x (69.5x84.5)
+ 2x (69.5x84.5) x5 037304 WWH B ECS GmbH
ECS GmbH - European Certification Service DIN CERTCO

Augenschutz und Personliche Schutzausriistung

Laserschutz und Optische Messtechnik

HittfeldstraBe 50
73430 Aalen, Germany

Notified body ECS GmbH : 1883

Gesellschaft fiir Konformitatsbewertung mbH
AlboinstraBe 56

D-12103 Berlin

Notified body DIN CERTCO : 0196
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