WELDING AND BRAZING TIPS AND ASSEMBLIES

The 0090 tips are adjustable tips that can be screwed directly into the mixer for single tip use or into the TH-119 twin tip
holder for a twin tip application. These tips allow our customer to easily preform their tips to fit their specific application.

» Material: Copper and brass

ACETYLENE FUEL SINGLE TIP

THICKNESS
{mm)

PART NO. MODEL No. FLOW
('h)

OXYGEN EQUAL
PRESSURE
(bar)

ACETYLENE EQUAL
PRESSURE
(bar)

00901 0080-1 65 05-1,0 03-048 03-08

00903 0090-3 160 1,0-20 03-08 03-08

00905 0090-5 350 20-40 03-048 03-08

00906 0090-6 500 40-6,0 03-08 03-08

00908 0090-8 1000 60-90 03-048 03-08

ALTERNATIVE FUEL SINGLE TIP

PART NO. MODEL NO. OXYGEN LOW FUEL GAS LOW |OXYGEN EQUAL |FUEL GAS EQUAL [OXYGEN FLOW |FUEL GAS FLOW*
PRESSURE PRESSURE PRESSURE PRESSURE (I/h)
(bar) (bar) (bar)

00902N 0020-2N 1,0 0,015-0.2 0,3-1 0,3-1 300 75

00904N 0020-4N 14 0,0156-0,2 0,3-1 0,3-1 700 175

00906MN 0020-6N 1,8 0,015-0,2 0,3-1 0,3-1 1100 275

00908N 0090-8N 21 0,015-0,2 0,3-1 0,3 -1 1500 375




