WELDING AND BRAZING TIPS AND ASSEMBLIES
SEPARABLE BRAZING TIPS

The model 1390 tips are manufactured using environmentally-friendly tellurium copper
that has excellent machining properties resulting in a higher quality tip. They are precision
drilled for more precise and consistent flames. They use a universal separable tip tube

and mixer system for tip sizes 0-10 eliminating the expense when replacing tips or changing
to a different size. All 1390 tips have a metal to metal tip contact seat virtually eliminating

the possibility of leaks and the need for thread sealants.  J ‘ ~ -
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» Length: 2,54 - 5,08 cm
> Weight: 18- 27 g 1390-5 1390-5N

» Material: Copper

ACETYLENE
PART NO. MODEL NO. OXYGEN ACETYLENE OXYGEN ACETYLENE
EQUAL EQUAL LOW PRESSURE |LOW PRESSURE
PRESSURE (bar) |PRESSURE (bar) |(bar) (bar)
139000 1390-00 25 = 03-038 03-08 25 0,015-0,2
13900 1390-0 45 02-05 03-038 03-0,38 25 0,015-0,2
13901 1390-1 65 05-1,0 03-038 03-0,38 25 0,015-0,2
13902 1390-2 100 - 03-038 03-0,38 25 0,015-0,2
13903 1390-3 160 1,0-20 03-0,8 03-08 25 0,015-0,2
13904 1390-4 250 = 03-038 03-0,38 25 0,015-0,2
13905 1390-5 350 2,0-4,0 03-038 03-0,38 25 0,015-0,2
13906 1390-6 500 40-6,0 03-038 03-0,38 25 0,015-0,2
13907 1390-7 700 = 03-0,8 03-08 25 0,015-0,2
13908 1390-8 1000 6,0-9,0 03-038 03-0,38 25 0,015-0,2
13909 1390-9 1500 9,0-14,0 03-038 03-0,38 25 0,015-0,2
139010 1390-10 2000 14,0 - 20,0 03-038 03-0,38 25 0,015-0,2
ALTERNATIVE FUELS
PART NO. MODEL NO. OXYGEN FUEL GAS OXYGEN FUEL GAS
LOW PRESSURE |LOW PRESSURE |EQUAL EQUAL
(bar) (bar) PRESSURE (bar) |PRESSURE (bar)
13902N 1390-2N 1,0 0,015-0,2 03-1 0,31 300 75
13903N 1390-3N 1,0 0,015-0,2 03-1 0,3-1 550 140
13904N 1390-4N 14 0,015-0,2 03-1 0,3-1 700 175
13905N 1390-5N 18 0,015-0,2 03-1 0,3-1 900 225
13906N 1390-6N 18 0,015-0,2 03-1 03-1 1100 275
13907N 1390-7N 2,1 0,015-0,2 03-1 0,3-1 1350 345
13908N 1390-8N 2,1 0,015-0,2 03-1 0,3-1 1500 375
13909N 1390-9N 25 0,015-0,2 03-1 03-1 1650 415
139010N 1390-10N 2,8 0,015-0,2 03-1 0,3-1 2000 500

USE ADAPTORS BELOW WITH YOUR SELECTED D-50 TIP TUBES FOR MODELS 8490 AND 9690

Model shown:

Model shown:

D-50 Tip tubes D-50 Tip tubes
to 8490 tips , to 9690 tips
Model: QC9679 Model: QC9681

*Note: when using natural gas fuel rates will double (approx.).
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