painted or heavily scaled surfaces.

CONSTRUCTION:
Two-pieca, plated shell

PREHEAT TYPE:
Heavy

WHERE USED:

Demolition, maintenance, etc.

Use tip cleaner E-9

CLEANING INSTRUCTIONS:

HEAVY PREHEAT OXY-PROPANE, NATURAL GAS TIPS

Propane/natural gas cutting tips with a heavy preheat for hand cutting steel with rusted,

6200-NFF

PLATE FUEL BAS FUEL GAS
PART NO. THICKNESS EQUAL PRESSURE an PREaaee | SHITA ICEACR | PAETERT ORERCR | FHCENNS FLE -
FLOW (Vh) FLOW () {Uh)
(i} ﬂﬂ“}
6-25

6290-1NFF 1600 - 2700 15600
6290-ZNFF 25-50 . - 0 U‘I 5- 4300 - 6500 3000 17800
6290-3NFF 50 -75 E,U - 4,5 I],E - D,& 0,015 - [J.E 5400 - 7600 3600 QUIJ 20100
6290-4NFF 75 -150 35-55 03-08 0,015-0.2 9800 - 15200 4100 1000 22300
6290-5NFF 150 - 200 45-55 03-08 0,015-02 14100 - 17300 4800 1200 26800
6290-6NFF 200 - 300 50-65 03-08 0,015-0,2 16300 - 20600 5500 1400 31200

Mote: when using natural gas fuel rates will double (approx.)
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