ACETYLENE CUTTING TIPS

GENERAL PREHEAT ONE-PIECE OXY-ACETYLENE TIPS

A single-piece acetylene cutting tip for cutting relatively clean steel.

CONSTRUCTION:

One-plece 4 S

PREHEAT TYPE: \., .
General " ¥
WHERE USED: y
Fabrication, malntenance, etc.

CLEANING INSTRUCTIONS: 6290
Use tip cleaner C-0

PLATE ACETYLENE
PART NO. THICKNESS mnchu Euun PRESSURE Low PHESSIJFIE CUTTING OXYGEN | PREHEAT OXYGEN | ACETYLENE FLOW
{mm) {bar) FLOW (Vh) FLOW (V') {Uh)

6290-000 0-5 [] 3 0.8 0,015-0,2 600 - 800 - 560 260 - 510
6290-00 5-10 - 03-08 0,015-0,2 200 - 1000 -56[! 260 - 510
6290-0 10-15 T,5-2_.5 03-08 0,015-0,2 1000 - 1500 280-::BEI 260 - 510
62901 15-25 20-35 03-08 0,015-0,2 1500 - 2600 420 - 560 385 - 515
6260-2 25-50 30-45 03-08 0,015-0.2 4000 - 6000 420 - 560 385-515
6260-3 50 - 100 30-45 03-08 0,015-0.2 5000 - 7000 420 - 560 385 - 515

62604 100 - 175 35-55 03-08 0,015-0,2 8000 - 14000 420 - 560 385 - 515




